
Pavement Distress Data Required: Units: Format: Field Type: Field Width: Pavement Type: Aggregation Rules:
Linear Feature (.01 mile sections)

Number of Lanes count 99 NUMBER 2 ALL
Pavement Width ft 99 NUMBER 2 ALL
Surface Type lookup XXXXX TEXT 3 ALL Predominent
IRI_Left inches/mi 999.99 NUMBER 6,2 ALL Mean
IRI_Right inches/mi 999.99 NUMBER 6,2 ALL Mean
Alligator Cracking Sealed sq ft 999.99 NUMBER 6,2 ASP Sum
Alligator Cracking Low sq ft 999.99 NUMBER 6,2 ASP Sum
Alligator Cracking Medium sq ft 999.99 NUMBER 6,2 ASP Sum
Alligator Cracking High sq ft 999.99 NUMBER 6,2 ASP Sum
D-Cracking Sealed count 999 NUMBER 3 JCP Sum
D-Cracking Low count 999 NUMBER 3 JCP Sum
D-Cracking Medium count 999 NUMBER 3 JCP Sum
D-Cracking High count 999 NUMBER 3 JCP Sum
Edge Cracking Sealed length 999.99 NUMBER 6,2 ALL Sum
Edge Cracking Low length 999.99 NUMBER 6,2 ALL Sum
Edge Cracking Medium length 999.99 NUMBER 6,2 ALL Sum
Edge Cracking High length 999.99 NUMBER 6,2 ALL Sum
Longitudial Cracking Sealed length 999.99 NUMBER 6,2 ALL Sum
Longitudinal Cracking Low length 999.99 NUMBER 6,2 ALL Sum
Longitudial Cracking Medium length 999.99 NUMBER 6,2 ALL Sum
Longitudial Cracking High length 999.99 NUMBER 6,2 ALL Sum
Longitudal Wheelpath Cracking Sealed length 999.99 NUMBER 6,2 ASP Sum
Longitudal Wheelpath Cracking Low Length 999.99 NUMBER 6,2 ASP Sum
Longitudal Wheelpath Cracking Medium length 999.99 NUMBER 6,2 ASP Sum
Longitudal Wheelpath Cracking High length 999.99 NUMBER 6,2 ASP Sum
Cumulative Faulting (Left Wheelpath) inches 99.99 NUMBER 5,2 PCC Sum
Cumulative Faulting (Right Wheelpath) inches 99.99 NUMBER 5,2 PCC Sum
Minimum Faulting (Left) inches 99.99 NUMBER 5,2 PCC Min
Minimum Faulting (Right) inches 99.99 NUMBER 5,2 PCC Min
Maximum Faulting (Left) inches 99.99 NUMBER 5,2 PCC Max
Maximum Faulting (Right) inches 99.99 NUMBER 5,2 PCC Max
Count of PCC Transverse Joints count 99 NUMBER 2 PCC Sum
Transverse Cracking Sealed length 999.99 NUMBER 6,2 ALL Sum
Transverse Cracking Low length 999.99 NUMBER 6,2 ALL Sum
Transverse Cracking Medium length 999.99 NUMBER 6,2 ALL Sum
Transverse Cracking High length 999.99 NUMBER 6,2 ALL Sum
Longitudial Joint Cracking Sealed length 999.99 NUMBER 6,2 ASP Sum
Longitudial Joint Cracking Low length 999.99 NUMBER 6,2 ASP Sum
Longitudial Joint Cracking Medium length 999.99 NUMBER 6,2 ASP Sum
Longitudial Joint Cracking High length 999.99 NUMBER 6,2 ASP Sum
Patch Good sq ft 999.99 NUMBER 6,2 ALL Sum
Patch Bad sq ft 999.99 NUMBER 6,2 ALL Sum
Patch Count count 9999 NUMBER 4 ALL Sum
Patch Material lookup ALL Predominent
Patch Count At Joint count 9999 NUMBER 4 ALL Sum
Punchouts Count 999.99 NUMBER 6,2 PCC Sum
Rutting Left inches 99.99 NUMBER 5,2 ALL Mean
Rutting Right inches 99.99 NUMBER 5,2 ALL Mean
Raveling Low sq ft 999.99 NUMBER 6,2 ASP
Raveling Medium sq ft 999.99 NUMBER 6,2 ASP
Raveling High sq ft 999.99 NUMBER 6,2 ASP
Spalling (Transverse Joint) Count 999.99 NUMBER 3 PCC Sum
Spalling (Longitudinal Joint) Count 999.99 NUMBER 3 PCC Sum
Transverse Profile Lane Slope % 99.99 NUMBER 5,2 ALL
Transverse Profile Adjacent Lane Slope % 99.99 NUMBER 5,2 ALL
Concrete Joint Spacing Transverse length 999.99 NUMBER 6,2 JCP Predominent
Concrete Joint Spacing Longitudinal length 999.99 NUMBER 6,2 JCP Predominent
Concrete Tinning Yes/No X TEXT 1 JCP Predominent
Concrete Tinning Geometry Type lookup JCP Predominent
RR Crossing Yes/No 3 ALL Predominent
Bridge Location Yes/No 3 ALL Predominent
Construction / Detour Yes/No 3 ALL
Cracking Percent % 99.99 NUMBER 5,2 ASP
Percent Slabs Cracked % 99.99 NUMBER 5,2 JCP/PCC

Point Feature
Tranverse Joint Geometry Type lookup PCC

Appendix B - Data Dictionary



Supplemental Distress Items:
Linear Feature

Transvese Strip Sealing Yes/No X TEXT 3 ALL Predominent
Longitudinal Strip Sealing Yes/No X TEXT 3 ALL Predominent
Oxidation Yes/No (measurement?) ASP
Bleeding (Low Severity) sq ft 999.99 NUMBER 6,2 ASP Sum
Bleeding (Medium Severity) sq ft 999.99 NUMBER 6,2 ASP Sum
Bleeding (High Severity) sq ft 999.99 NUMBER 6,2 ASP Sum
Shoving sq ft

Point Feature
Spall Location Latitude decimal degrees 999.99999999 NUMBER 13,8 JCP First Value
Spall Location Longitude decimal degrees 999.99999999 NUMBER 13,8 JCP First Value
Spall Depth inches 999.99 NUMBER 6,2 JCP Sum

Point Feature
Corner Break Latitude decimal degrees 999.99999999 NUMBER 13,8 JCP First Value
Corner Break Longitude decimal degrees 999.99999999 NUMBER 13,8 JCP First Value

Point Feature
Pothole Location Latitude decimal degrees 999.99999999 NUMBER 13,8 ALL First Value
Pothole Location Longitude decimal degrees 999.99999999 NUMBER 13,8 ALL First Value
Pothole Depth inches 999.99 NUMBER 6,2 ALL Mean
Pothole Size sq ft 999.99 NUMBER 6,2 ALL Sum

Point Feature
Shattered Slab Latitude decimal degrees 999.99999999 NUMBER 13,8 ALL First Value
Shattered Slab Longitude decimal degrees 999.99999999 NUMBER 13,8 ALL First Value

Point Feature
Patch Location Latitude decimal degrees 999.99999999 NUMBER 13,8 JCP First Value
Patch Location Longitude decimal degrees 999.99999999 NUMBER 13,8 JCP First Value
Patch Area sq ft 999.99 NUMBER 6,2 JCP Sum

Point Feature
Fault Location Latitude decimal degrees 999.99999999 NUMBER 13,8 PCC First Value
Fault Location Longitude decimal degrees 999.99999999 NUMBER 13,8 PCC First Value
Fault Depth inches 999.99 NUMBER 6,2 PCC Mean

Required Minimum Accuracy

• IRI (+/- 5% compared to Class 1 Profiler)
• Faulting (+/- 0.01 inches)
• Rutting (+/- 0.01 inches)
• Distress (+/- 5% compared to manual survey)


	Pavement Distress Data

